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DIN 603 Weight Chart 

 

 
Length M6 M10 M16 M5 M8 M12 M20 

20 7.6 22.7 - 4.5 13.8 - - 

30 9.6 27.7 - 5.9 17 45.7 - 

40 11.8 32.7 - 7.5 21 53.1 - 

50 14 38.9 119 9.1 25 61.2 - 

60 16.2 45.1 133 10.7 28.9 70 - 

70 18.4 51.3 149 12.3 32.9 78.8 247 

90 22.8 63.7 181 - 40.8 96 297 

110 27.2 76.1 213 - 48.8 114 347 

130 31.6 88.5 245 - 56.8 132 397 

150 35 101 277 - 64.8 150 447 

180 - 119 325 - - 177 547 

16 6.9 - - 4 - - - 

25 8.5 25.2 - 5.1 15.4 - - 

35 10.7 30.2 - 6.7 19 49.4 - 

45 12.9 35.8 - 8.3 23 56.8 - 

55 15.1 42 126 9.9 26.9 65.6 - 

65 17.3 48.2 141 11.5 30.9 74.4 - 

80 20.6 57.5 165 13.9 36.8 87 272 

100 25 69.9 197 - 44.8 105 322 

120 29.4 82.3 229 - 52.8 123 372 

140 32.8 95 261 - 60.8 141 422 

160 - 107 293 - - 159 497 

200 - 131 357 - - 195 597 

 

 

 

 

 

 

Accurate DIN 603 Carriage Bolt Dimensions and Specification 
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DIN 603 Carriage Bolt Dimensions 

 

 
 

Dimension  b 

mm 

k mm 

Max 

v mm 

Max 

Length 

mm 

f mm 

Max 

d2 mm 

Max 

Weight kg/100 

pc 

M10 26 5.38 10.58 25 6.6 24.65 2.65 

M10 26 5.38 10.58 35 6.6 24.65 3.02 

M10 26 5.38 10.58 45 6.6 24.65 3.58 

M10 26 5.38 10.58 55 6.6 24.65 4.2 

M10 26 5.38 10.58 70 6.6 24.65 4.79 

M10 26 5.38 10.58 90 6.6 24.65 5.81 

M10 26 5.38 10.58 110 6.6 24.65 6.71 

M10 32 5.38 10.58 130 6.6 24.65 7.62 

M10 32 5.38 10.58 150 6.6 24.65 8.65 

M10 32 5.38 10.58 180 6.6 24.65 10.1 

M10 45 5.38 10.58 220 6.6 24.65 12.11 

M10 45 5.38 10.58 260 6.6 24.65 14.15 

M10 45 5.38 10.58 300 6.6 24.65 17.25 

M12 30 6.95 12.7 60 8.75 30.65 6.96 

M12 30 6.95 12.7 80 8.75 30.65 8.55 

M12 30 6.95 12.7 100 8.75 30.65 9.71 

M12 36 6.95 12.7 140 8.75 30.65 12.35 

M12 36 6.95 12.7 180 8.75 30.65 15.35 

M12 49 6.95 12.7 240 8.75 30.65 18.23 

M12 49 6.95 12.7 260 8.75 30.65 20.97 

M12 49 6.95 12.7 280 8.75 30.65 23.85 

M12 49 6.95 12.7 320 8.75 30.65 26.97 

M12 49 6.95 12.7 360 8.75 30.65 24.06 

M16 44 8.91 15.7 160 11.2 38.8 28.5 
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M16 44 8.91 15.7 200 11.2 38.8 34.6 

M16 57 8.91 15.7 240 11.2 38.8 38.28 

M16 57 8.91 15.7 280 11.2 38.8 42.7 

M16 57 8.91 15.7 320 11.2 38.8 47.8 

M16 57 8.91 15.7 360 11.2 38.8 53.1 

M16 57 8.91 15.7 400 11.2 38.8 58.3 

M5 16 3.3 5.48 25 4.1 13.55 0.51 

M5 16 3.3 5.48 35 4.1 13.55 0.67 

M5 16 3.3 5.48 45 4.1 13.55 0.83 

M5 16 3.3 5.48 60 4.1 13.55 1.06 

M5 16 3.3 5.48 80 4.1 13.55 1.38 

M6 18 3.88 6.48 16 4.6 16.55 0.691 

M6 18 3.88 6.48 25 4.6 16.55 0.85 

M6 18 3.88 6.48 35 4.6 16.55 1.07 

M6 18 3.88 6.48 45 4.6 16.55 1.19 

M6 18 3.88 6.48 55 4.6 16.55 1.35 

M6 18 3.88 6.48 65 4.6 16.55 1.5 

M6 18 3.88 6.48 75 4.6 16.55 1.69 

M6 18 3.88 6.48 90 4.6 16.55 1.952 

M6 18 3.88 6.48 110 4.6 16.55 2.29 

M6 24 3.88 6.48 130 4.6 16.55 2.67 

M8 22 4.88 8.58 20 5.6 20.65 1.45 

M8 22 4.88 8.58 30 5.6 20.65 1.76 

M8 22 4.88 8.58 40 5.6 20.65 2.05 

M8 22 4.88 8.58 50 5.6 20.65 2.35 

M8 22 4.88 8.58 60 5.6 20.65 2.7 

M8 22 4.88 8.58 70 5.6 20.65 2.93 

M8 22 4.88 8.58 80 5.6 20.65 3.24 

M8 22 4.88 8.58 100 5.6 20.65 3.86 

M8 22 4.88 8.58 120 5.6 20.65 4.47 

M8 28 4.88 8.58 140 5.6 20.65 5.12 

M8 28 4.88 10.58 160 5.6 20.65 5.56 

M8 28 4.88 10.58 200 5.6 20.65 6.72 

M8 41 4.88 10.58 240 5.6 20.65 8.03 

M 8 22 4.88 8.58 16 5.6 20.65 1.35 

M10 26 5.38 10.58 30 6.6 24.65 2.77 

M10 26 5.38 10.58 40 6.6 24.65 3.27 

M10 26 5.38 10.58 50 6.6 24.65 3.76 

M10 26 5.38 10.58 60 6.6 24.65 4.33 

M10 26 5.38 10.58 80 6.6 24.65 5.19 

M10 26 5.38 10.58 100 6.6 24.65 6.22 

M10 26 5.38 10.58 120 6.6 24.65 7.1 

M10 32 5.38 10.58 140 6.6 24.65 8.27 

M10 32 5.38 10.58 160 6.6 24.65 9.1 
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M10 32 5.38 10.58 200 6.6 24.65 11.1 

M10 45 5.38 10.58 240 6.6 24.65 13.14 

M10 45 5.38 10.58 280 6.6 24.65 16.15 

M12 30 6.95 12.7 50 8.75 30.65 6.11 

M12 30 6.95 12.7 70 8.75 30.65 7.54 

M12 30 6.95 12.7 90 8.75 30.65 9 

M12 30 6.95 12.7 120 8.75 30.65 11.11 

M12 36 6.95 12.7 160 8.75 30.65 13.86 

M12 36 6.95 12.7 200 8.75 30.65 16.79 

M12 49 6.95 12.7 250 8.75 30.65 19.6 

M12 49 6.95 12.7 270 8.75 30.65 22.36 

M12 49 6.95 12.7 300 8.75 30.65 25.41 

M12 49 6.95 12.7 340 8.75 30.65 28.53 

M16 44 8.91 15.7 140 11.2 38.8 26.8 

M16 44 8.91 15.7 180 11.2 38.8 32.3 

M16 57 8.91 15.7 220 11.2 38.8 37 

M16 57 8.91 15.7 260 11.2 38.8 40.1 

M16 57 8.91 15.7 300 11.2 38.8 45.2 

M16 57 8.91 15.7 340 11.2 38.8 50.4 

M16 57 8.91 15.7 380 11.2 38.8 55.7 

M5 16 3.3 5.48 20 4.1 13.55 0.45 

M5 16 3.3 5.48 30 4.1 13.55 0.59 

M5 16 3.3 5.48 40 4.1 13.55 0.75 

M5 16 3.3 5.48 50 4.1 13.55 0.9 

M5 16 3.3 5.48 70 4.1 13.55 1.22 

M6 18 3.88 6.48 12 4.6 16.55 0.65 

M6 18 3.88 6.48 20 4.6 16.55 0.762 

M6 18 3.88 6.48 30 4.6 16.55 0.96 

M6 18 3.88 6.48 40 4.6 16.55 1.11 

M6 18 3.88 6.48 50 4.6 16.55 1.28 

M6 18 3.88 6.48 60 4.6 16.55 1.45 

M6 18 3.88 6.48 70 4.6 16.55 1.62 

M6 18 3.88 6.48 80 4.6 16.55 1.79 

M6 18 3.88 6.48 100 4.6 16.55 2.1 

M6 18 3.88 6.48 120 4.6 16.55 2.502 

M6 24 3.88 6.48 140 4.6 16.55 2.85 

M8 22 4.88 8.58 25 5.6 20.65 1.58 

M8 22 4.88 8.58 35 5.6 20.65 1.9 

M8 22 4.88 8.58 45 5.6 20.65 2.25 

M8 22 4.88 8.58 55 5.6 20.65 2.496 

M8 22 4.88 8.58 65 5.6 20.65 2.82 

M8 22 4.88 8.58 75 5.6 20.65 3.12 

M8 22 4.88 8.58 90 5.6 20.65 3.54 

M8 22 4.88 8.58 110 5.6 20.65 4.186 
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M8 28 4.88 8.58 130 5.6 20.65 4.78 

M8 28 4.88 10.58 150 5.6 20.65 5.36 

M8 28 4.88 10.58 180 5.6 20.65 6.1 

M8 41 4.88 10.58 220 5.6 20.65 7.45 

M8 41 4.88 10.58 260 5.6 20.65 8.64 

 

 

DIN 603 Specification 

 
Size M3 To M80 

Standard DIN 603 

Types Carriage Bolt 

Head Rounded 

Pitch Coarse 

Neck Types Square Neck 

Also Called Coach Bolt 

Type Thread Metric 

Part Thread Full Thread 

Use Wood Applications 

Diameter 1/2″ To 1-1/4″ 

Threads BSF, UNF, UNC, BSW 

Process CNS Machined 

Benefits Extra Holding Power 

 

 

DIN 603 Equivalent 

 CSN 021319 

 PN 82406 

 UNI 5731 

 

 

Do DIN 603 Carriage Bolts Have Shear Strength ? 

 
Yes, DIN 603 Carriage Bolts usually have a 90,000 psi Shear Strength (Stainless Steel). 

 

 

 

Check Trusted DIN 603 Mushroom Head Bolt Shear Strength 
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Common Cup Square Bolt DIN 603 Applications 

 
 

 

 

 

DIN 603 Equivalent ISO 

 DIN 603 ISO 8678 

 DIN 603 ISO 8677 

 

 

 

 

 

 

 

 

 

 

 

 

Before Ordering, View Applications of DIN 603 Coach Bolt 
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What Does a DIN 603 Carriage Bolt Look Like ? 
 

 

 

 

 

Types of DIN 603 Carriage Bolts 
 

 

 



10 | P a g e  

 
 

 


