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Dalloyed Fasteners is one of the  

oldest DIN 933 bolt manufacturers in 

India, Our ISO 4017 hex bolt are 

manufactured to withstand high 

pressure and extreme temperatures. 

Check DIN 933 weight chart and 

dimensions in mm. 
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DIN 933 Weight Chart 
 
Weight in kgs. per 1,000 pcs. 

 

Sizes M4 M8 M12 M16 M22 M30 M48 M3 M6 M10 M14 M20 M24 M36 

6 1.3 - - - - - - 0.6 3.4 - - - - - 

10 1.6 9.1 23 - - - - 0.8 4.1 16 38 - - - 

16 2.1 11 28 58 133 - - 1 5.1 19 44 105 173 - 

22 2.6 13 33 66 148 - - 1.3 6.2 22 50 119 190 - 

30 3.2 16 38 77 168 - - 1.6 7.5 26 58 134 214 - 

50 4.7 22 52 103 219 496 1710 - 11 36 78 176 274 783 

70 6.3 28 66 130 269 590 1950 - 14 46 98 217 334 910 

90 - 35 81 157 321 685 2200 - - 56 117 258 393 1060 

120 - - 102 197 397 827 2570 - - 71 147 320 483 1260 

150 - - 123 237 473 969 2940 - - 86 177 381 572 1470 

170 - - - - 523 1060 3180 - - - - 422 632 1610 

190 - - - - 573 1160 3430 - - - - 462 692 1740 

4 - - - - - - - 0.5 - - - - - - 

8 1.5 8.5 - - - - - 0.7 3.7 15 - - - - 

12 1.8 9.8 25 53 - - - 0.8 4.4 17 40 - - - 

20 2.4 12 31 64 143 - - 1.2 5.8 21 48 114 184 - 

28 3 15 36 74 161 - - 1.5 7.2 25 56 129 200 - 

40 4 19 45 90 193 448 1590 - 9.2 31 68 155 244 714 

60 5.5 25 58 117 244 543 1830 - 13 41 88 196 304 851 

80 - 31 74 144 295 637 2080 - 16 51 107 238 363 990 

100 - 38 88 170 346 732 2320 - - 61 127 279 423 1140 

140 - - 116 224 448 921 2820 - - 81 167 361 543 1400 

160 - - - - 498 1010 3060 - - - - 402 602 1540 

180 - - - - 548 1110 3310 - - - - 442 662 1680 

200 - - - - 598 1210 3560 - - - - 484 722 1810 

 

 

 

 

 

 

 

 

Check ISO 4017 Hex Bolt Dimensions and Specification 
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ISO 4017 Hex Bolt Dimensions 

 

 

 
Size Head Height k Across Flat s 

ISO 4017 DIN 933 ISO 4017 DIN 933 

Max Min Max Min Max Min Max Min 

M3 2.13 1.9 2.1 1.88 5.5 5.3 5.5 5.3 

M5 3.65 3.4 3.7 3.35 8 7.8 8 7.8 

M20 12.7 12 13 12.3 30 30 30 30 

M24 15.2 15 15 14.8 36 35 36 35 

M30 19.1 18 19 18.3 46 45 46 45 

M36 22.9 22 23 22.1 55 54 55 54 

M42 26.4 26 26 25.6 65 63 65 63 

M48 30.4 30 30 29.6 75 73 75 73 

M56 35.5 35 36 34.5 85 83 85 83 

M64 40.5 40 41 39.5 95 93 95 93 

M2 1.53 1.3 1.5 1.28 4 3.8 4 3.8 

M4 2.93 2.7 2.9 2.68 7 6.8 7 6.8 

M6 4.15 3.9 4.2 3.85 10 9.8 10 9.8 

M10 6.58 6.2 6.6 6.22 16 16 17 17 

M14 8.98 8.6 9 8.62 21 21 22 22 

M18 11.7 11 12 11.3 27 27 27 27 

M22 14.2 14 14 13.8 34 33 32 32 

M27 17.4 17 17 16.7 41 40 41 40 

M33 21.4 21 21 20.6 50 49 50 49 

M39 25.4 25 25 24.6 60 59 60 59 

M45 28.4 28 28 27.6 70 68 70 68 

M72 -- -- 46 44.5 -- -- 105 103 
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DIN 933 Specification PDF 

 
Sizes M3 - M48 

Standard DIN 933 & ISO 4017 

Steel Grades 4.6, 8.8, 10.9, 12.9 

Coating Zinc Plating Or Galvanizing 

Type Thread Full & Fine Thread 

Head Hexagon 

Finish Self, Black, Bright Zinc, Hot Dip Galvanized (rohs) 

Length 6mm To 150mm 

Point Type Chamfered 

Manufacturer Process Cold Forge 

Key Characteristics High Load Bearing Capacity 

Environments Marine And Chemical 

Also Called Hex Cap Screws Or Machine Bolts 

Origin India 

 

ISO 4017 Tensile Strength 

 
Steel Gr Steel 

Group 

Strength 

Class 

DIN 933 Bolts 

Tensile 

Strength (PSI) 

Nut Load 

(N/mm2) 

Tensile Strength 

(N/mm2) 

Dia 

range 

A2 and A4 Austenitic 70 1,00,000 700 700 <=M20 

80 1,18,000 800 800 <=M20 

50 70,000 500 500 <=M39 

 

 

 

 

 

 

 

DIN 933 Torque Values 

 
Thread Diam Property Class 

10.9 12.9 8.8 

M4 2.6 3.1 1.8 

M6 10 12 7 

M10 48 58 33 

M14 137 165 97 

 

 
Highly Skilled DIN 933 Hex Head Screw Manufacturer in India with Sizes 

Ranging from M3 to M48 
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M18 287 342 201 

M22 552 664 390 

M27 1051 1266 746 

M33 1875 2250 1331 

M39 3120 3750 2220 

M45 4762 5722 3390 

M52 7387 9000 5250 

M60 11475 13800 8175 

M68 16950 20100 12000 

M76 23625 28350 16800 

M85 33225 40125 24000 

M95 46875 56250 33450 

M3 1.1 1.3 0.8 

M5 5.1 6.2 3.6 

M8 25 29 17 

M12 85 102 60 

M16 208 250 150 

M20 398 479 282 

M24 750 843 499 

M30 1383 1657 982 

M36 2407 2895 1717 

M42 3840 4638 2737 

M48 5775 6825 4095 

M56 9225 11280 6547 

M64 13950 17175 9900 

M72 20100 24000 14250 

M80 27600 33375 19725 

M90 38925 47700 28350 

M100 54750 66000 39000 

 

ISO 4017 Bolt Grade 

 DIN 933 Gr 10.9 

 DIN 933 A 2 - 70 

 DIN 933 A 4 - 70 

 DIN 933 Gr 8.8 

 DIN 933 Gr 12.9 

 DIN 933 A 4 – 80 
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What Parameters Should We Consider While Calculate DIN 933 Weight 

Chart ? 

 

 

Difference Between DIN 933 and ISO 4017 
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Standard ISO 4017 DIN 933 

Size Ranges M1.7 to M64 M1.7 to M52 

Across Flats Size M22 M10, M12, and M14 

Thread Coarse Thread Fully Threaded 

Type Of Head  Hex Head Hexagon Head 

Origin American Germany 

 

DIN 933 Standard PDF 

 
Equivalent ISO 4017 

Standard IS 1364-2 

UNI UNI 5739 

ASTM ASTM A193 

EU EU 24017 

 

DIN 933 ISO 4017 Bolt Application 
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Why DIN 933 Hex Screw are Suitable for High Stress Environments ? 

 Excellent Performance 

 Durability 

 Made By Carbon Steel Or Stainless Steel 

 Offer Resistance To Corrosion 

 High Strength Classes 

 Easy Assemble And Disassemble 

 Hexagonal Head Design 

 Easily Tightened With A Wrench 

Coating Types Of DIN 933 Bolt 

 
HDG Hot Dip Galvanized 

Zinc Plated Yellow & Blue 

Galvanized Electro Galvanized 

PTFE Bolts Polytetrafluoroethylene 

 

 

Can the DIN 933 Hexagon Head Screws Withstand Extreme 

Temperatures ? 

 
Yes, Bolts are tempered, And making them capable For heavy load & for extreme temperatures. 

 

DIN 933 Yield Strength 

 
Class Yield Strength 

5.8 400 ksi to 420 ksi 

4.8 320 ksi to 340 ksi 

 

 

ISO 4017 Bolt Material 

 

 

 
Supply DIN 933 Hex Head Bolt, Which Offers Excellent Pressure Load Capacity 
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Stainless Steel (A2, A4) Corrosion-resistant 

Carbon Steel High Strength 

Brass Good Conductivity 

Mild Steel Cost-effective 

Nylon Resistant To Chemicals 

 

DIN 933 Thread Pitch 

 
Size Thread Pitch 

M6 1 

M10 1.5 

M14 2 

M18 2.5 

M24 3 

M30 3.5 

M36 4 

M04 0.8 

M08 1.26 

M12 1.76 

M16 2 

M20 2.6 

M27 3 

M33 3.6 

 

Production Range of DIN 933 Hex Head Bolt 

 
Size Length 

M10 20 mm to 100 mm 

M16 20 mm to 150 mm 

M8 20 m to 75 mm 

M12 20 mm to 150 mm 

M20 40 mm to 150 mm 

 

DIN 933 Chemical Composition 

 
Grade Mo Mn C Ni Cr Si 

DIN 933 2.00% 2.00% ≤ 0.07% 10.00% 16.50% 1.00% 
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